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• Easy Set-up and Operation
• Easy Label Loading and Change-Over
• Excellent Cost-Performance Ratio
• Extremely Durable Construction
• Compact Design
• High-Speed Presenting of IDENTCO PPL Labels (Results with other labels may vary)
• Signal Interface for Communication with Pick & Place System

Specifications:
• Minimum label size: 3 mm x 4 mm (.118 in x .157 in)
• Maximum label size: 23 mm x 23 mm (.905 in x .905 in)
• Maximum liner width: 25 mm (.905 in)
• Label conveying speed: 10-120 mm/s
• Label positioning frequency: up to 6/second (depending on label size)

Signal Interface
• Label feed request
• Label ready
• Error

ILP-45F (Label Feeder)

ILP-45MA (Machine Adapter)

UNITED STATES
HEADQUARTERS
28164 W. Concrete Drive 
Ingleside, IL 60041
Phone: +1 (815) 385 - 0011 
Fax +1 (815) 385 - 0359

MEXICO
MONTERREY
Carr. a Laredo Km. 16.5 Interior
14B, Col. Moisés Sáenz, 66613
Apodaca, Nuevo Leon 
Phone: +52 (81) 8008 - 0438

GERMANY
FRANKFURT

63450 Hanau
Phone: +49 (6181) 440 830 - 0
Fax: +49 (6181) 440 830 - 99

PRC
HONG KONG
Unit 1708, 17/F, 9 Wing Hong St.
Cheung Sha Wan, Kowloon
Phone: +852 2959 2156
Fax: +852 2959 2019

Güterbahnhofstrasse 3-7 

IDENTCO chose to offer this specific pick & place label presenter because of its ease of use, reliability, and outstanding 
German engineering. The designers of this system are actually EMS providers who did not like the other presenters 
avaialble on the market, so they designed their own. We are very excited to have the opportunity to bring this technology 
to our PCB label customers in the North American market.

Compatability
Machine Adapters are 
avaialble for most pick & 
place systems. Please 
contact us for the right 
machine adapter for your 
system.
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